
MXZ
R32Sisteme MULTI INVERTER

Njësitë e jashtme të serisë MXZ 
mund të lidhen nga 2 deri  në 6 njësi të brendshme.
Kanë eficiencë të lartë energjitike.
Mund të ndizen të gjitha njësitë 
e brendshme njëkohësisht, ose vetëm ato 
që ju dëshironi në temperaturen 
e dëshiruar.
Fleksibilitet në zgjedhjen e njësive 
të brendshme.
Nuk ka nevojë për shtesë gazi, pavarsisht
njësive të brendshme të lidhura apo gjatësisë
së tubave të bakrit.

2 porta 3 porta 4 porta 5 porta 6 porta

Specifika teknike

Modeli      SET   MXZ-2F33VF3   MXZ-2F42VF3 MXZ-2F53VF3   MXZ

Numri i njësive të brendshme   2   
Furnizim me   
energji      

Tensioni/ Frekuenca/   
Faza V/Hz/n0     

  

Ftohje     Kapacite�  (kW)     3.3   4.2   5.3   
Fuqia nominale në thithje  (kW)   0.85   0.98   1.40   
SEER     6.1   8.7   8.6   
Klasa e energjisë     A++   A+++   A+++   

Ngrohje     Kapacite� (kW)   4.0  4.5   6.4   
Fuqia nominale në thithje     0.91   0.88   1.56   
SCOP     4.0   4.6   4.6   
Klasa e energjisë     A+   A++   A++   

Njësia e 
jashtme     

Dimensionet (HxWxD)     mm     550 – 800 (+69) – 285 (+59.5)   
Niveli i zhurmes    (Lo-Hi)     dB(A)   49-50  44-50  46-51  

Tubacionet     Diametri (Lëngu/Gaz)     mm     6.35 x 2 /9.52 x 2    

Gjatësia totale e tubave (max) m 20 30 30 
Gjatësia e tubave të njësive të 
brendshme (max) 

m 15 20 20 

Diapazoni 
temperatures 
së jashtme     

Ftohje     oC     

Ngrohje     oC       
Refrigjeran�     Lloji      
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MXZ-3F54VF3   MXZ-3F68VF3   MXZ-4F72VF3   MXZ-4F80VF3   MXZ-4F83VF   MXZ-5F102VF   MXZ-6F122VF   
3   4     5   6   

220-230-240/50/1       

5.4   6.8   7.2   8.0   8.3   10.2   12.2   
1.32   1.84   1.85   2.25   1.97   2.80   3.66   
8.5   7.9   8.1   7.6   8.5   8.2   303.0%   

A+++   A++   A++   A++   A+++   A++   -   
7.0   8.6   8.6   8.8   9.3  10.5  14.0  

1.40   1.91   1.87   2.00   2.00   2.28   3.31   
4.6   4.1   4.1   4.1   4.7   4.7   183,1%   
A++   A+   A+   A+   A++   A++   -   

710 – 840 (+30) – 330 (+66)      796 – 950 – 330    1048 – 950 – 330    
46-50  48 - 53   48-54  50 -55   49-51  52-56  55-57  

6.35 x 3 /9.52 x 3   6.35 x 4 /12.7 x 1 + 9.52 x 3   12.7  + 9.52 x 3 12.7 + 9.52 x 4 12.7 +9.52 x 5   

50 60 60 60 70 80 80 
25 25 25 25 25 25 25 

-10~+46 

     -15~+24       
        R32       
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EXAMPLE SYSTEM 

Handle Up to 4 Rooms with a Single Outdoor Unit

Wiring /Piping Correction Function* (3F54/3F68/4F72/4F80)

Support Functions

The MXZ Series for R32 offers a seven-system line-up to choose from, ranging between 3.3 and 8.0kW. All of them are compatible with specific 
M, S and P series indoor units. A single outdoor unit can handle a wide range of building layouts. 

MXZ-4F72VF system

Simply press a single button to confirm if wiring and piping are prop -
erly connected. Wiring errors are corrected automatically when dis -
covered. This eliminates the need to confirm complicated wiring con -
nections when expanding the system. (For details, refer to the out -
door unit installation manual.)
* Function cannot be used when the outdoor temperature is below 0°C. 

The correction process requires 1 0–20 minutes to complete and must be conducted 
with the unit set to the “Cooling” mode.

Operation Lock

To accommodate specific use applications, cooling or heating operation can be specified when setting the control board of the outdoor unit.
A convenient option when a system needs to be configured for exclusive cooling or heating service. (For details, refer to the outdoor unit installa -
tion manual.)

Wiring
confirmation

is time
consuming.

The outdoor unit 
matches 

pipes and wiring. 

MLZ-KP

MSZ-AP

MSZ-LN

SLZ

MXZ-2F42VF3
MXZ-2F53VF(H)3

MXZ-3F68VF3
MXZ-4F72VF3
MXZ-4F80VF3
MXZ-4F83VF
MXZ-5F102VF

MXZ-4F72VF3

No necessity for refrigerant charging

Depending on the pipe length and the indoor units that are connected, conventional models have required refrigerant charging, but no R32 MXZ 
model needs to be charged with additional refrigerant. This eliminates troublesome work at the site of installation, and reduces the amount of 
additional work for the installer.

Shembull

MFZ-KT

MSZ-LN


	Multi split comp cpa

